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Box switch setting

Method 1(most cars use this method)

If iDrive controller can not work, follow below method
to test

If car screen size is 6.5 inch, put all switches to OFF.
If car screen size is 8.8/10.2 inch, put switch 5 to ON, other OFF.

Method 2

Method 3

Connect to original car iDdrive 
controller plug(4 pin or 10 pin)

Connect to the cable(4 pin or 10 pin) 
removed from car iDdrive controller

Connect the two of the new iDrive cable (4 pin or 10 pin) to car iDrive controller;
The left two of the new iDrive leave unconnected. Set switch according to car
screen size.

Connect the two of the new iDrive cable (4 pin or 10 pin) to car iDrive controller;
The left two of the new iDrive cable unconnected. And connect the samll 
resistance to the yellow cable as marked above picture. Set switch 3 to ON; 
set switch 5 to ON or OFF according to car screen size.

Connect the two of the new iDrive cable (4 pin or 10 pin) to car iDrive controller;
The left two of the new iDrive connected to each other. Do not connect the samll resistance. 
Set switch 1 to ON; set switch 5 to ON or OFF according to car screen size.

USB Input

Box Power CAN cable

USB cable AUX and MIC cable Bluetooth& 
WIFI antenna

LVDS cable

Item List

Input for external M
IC


